A Conner Street- E. Outer Drive to 8 Mile Road B Conner Street- 7 Mile Road to E. Outer Drive

Existing Conditions Existing Conditions

Issues: Issues:

A. 2 lane road, 30-50"' wide A. 4 lane road, 60" wide, intermittent parking on east side

B. Existing 6' sidewalk on west side of road B. Existing 6' sidewalk on east side of road

C. Road will be resurfaced in 2004 C. Numerous sideroads and residential driveways

Opportunities: Opportunities:

1. Bike lanes could be incorporated through the narrowing of lanes. 1. Bike lanes could be incorporated through the narrowing of lanes.

2. Conflict points make use of sidepath inappropriate.

Summary: Easy Conversion to a High Quality Bike Lane/ Sidewalk Corridor Summary: Moderately Difficult Conversion to a Low Quality Bike Lane/ Sidewalk

Distance traveled in 15 minutes

It takes 3- 4.5 hours to walk from the Detroit River in
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Pedestrian 2-3 miles an hour Maheras Park along Conner Boulevard to 8 Mile Road and
45 minutes-1.5 hours to ride the corridor on a bike.

-
Bicyclist travels 8-12 miles an hour
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Railroad-Conner Intersection

Railroad tracks are wide and rough. Bicycle
lanes/paths should meet railroad at right angle
to minimize tires catching in rail grooves.

E. Outer Drive-Conner Intersection

Conner Street turns north while the main traffic
lanes continue down E. Outer Drive. E. Outer
Drive is 60 ft. wide with 4 lanes of traffic.

8 Mile Road-Conner Intersection

The Conner Street corridor ends at the intersection of
Conner and 8 Mile Road. Signage that indicates the
beginning of the Conner Creek Greenway will be
important at this point. There is no traffic light or
crosswalk at this intersection. The nearest crosswalk is
180 ft.away at the intersection of 8 Mile and Van Dyke St.
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C Conner Street- McNichols Road to 7 Mile Road

Existing Conditions
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Buffer-no sidewalks- Exceptionally Wide Travel Lane 1 Travel Lane 1 Median | Travel Lane ! Exceptionally Wide Travel Lane | adjacent to cemetery
adjacent to Cemetery , and dense residential
RclJig-\%\;Zth S neighborhood with
Issues: Opportunities: aniroad inersections
A 4 thrf)ugh lanes, a cent.er median, and intermittent parking lanes 1. Bike lanes could be incorporated through the narrowing of lanes. A
B. No sidewalk on west side of road substantial buffer between the bike lane and the right through lane could be
C. Outside travel lanes are exceptionally wide included. This buffer could be painted or a raised median.
D. Road runs through Mount Olivet Cemetery. No sideroads or 2. A sidewalk or shared-use path could be added along the west side of the road,
driveways entering along western edge. preferably in the road corridor to avoid the large trees in the buffer.
E. Large trees in buffer along west side of road.

Summary: Easy Conversion to a High Quality Bike Lane/ Sidewalk Corridor or Shared-Use Path on west side.




